Field Staff: Type over Red text with Project Specific Information. Copy into MIT by highlighting and using Ctrl+C and Ctrl+V (in MIT). For issues, contact Region Materials Engineer.
Disincentive Strength Concrete Pavement, Item 804.6050 – Example DT1310 (NER20-0116)
· Bid Item Name:
Disincentive Strength Concrete Pavement, Item 804.6050
· Quantity Involved:
Enter dollar amount of disincentive
· Units:
DOL
· Test Results:
See Disposition Explanation
· Spec Requirements:
SS 715.5.1(4)
Strength >= 3,700 psi
· Disposition Explanation:
[bookmark: _Hlk29207448]Concrete pavement compressive strength was reported below minimum strength. Data was reviewed by project staff and pay was adjusted according to SS 715.5.2. 

Lot/Sublot:
 6-5 (-$656.60)

Disincentives are applied in CCO #2.
· Placement Date:
Leave Blank
· Sample Date: 
Leave Blank
· Sample Location:
See HQMS
· Usage:
Concrete Pavement 8-Inch
· Usage Location:
See Disposition Explanation
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Figure: MIT Entry Disincentive Strength Concrete Pavement Example
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Figure: Printed DT1310 Disincentive Strength Concrete Pavement Example
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Explanation of Deviation for 20190312037

Contract:

Bid Item Name:

Quantity Involved:

Units:

Test Results:

Spec Requirements:

Disposition Explanation:

Delete. print Save Close.

20190312037

Disincentive Strength Concrete Placement Date: |00/00/00 <
Pavement, Item 804.6050

Sample Date: [00/00/00 [~

6566 Sample Location: See HQMS
oL
e Disposition Explanation Usage: [Slip-Form Concrete Pavement

Inch

715.5.1(4)
rength >= 3700 psi

ee Disposition Explanation

oncrete pavement compressive strength was reported below
minimum strength. Data was reviewed by project staff and pay
25 adjusted according to 55 715.5.2.

Lot/Sublot:
6°5 (-8656.60)

Disincentives are applied in CCO #2
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Bid ltem Name:
Disincentive Strength Concrete Pavement, tem

8045050
Placement Date: aty: 6566 Unis: DOL.
‘Sample Date: ‘Sample Location: See HQS
Dispostion Explanaton

‘Concrete pavement compressive strength was reporied below minimum
sirengin. Data was reviewed by project staff and pay was adjusted
according to SS 71552

Lotsubot
65 (565660

Disincentives are applied in CCO #2.

Usage:
Sip-Form Concrete Pavement 8-nch

‘See Dispostion Explanation

‘Spec Requirements:
SSTISSA()
Strength >= 3,700 psi

Test Resuts:
‘See Dispostion Explanation




