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Bridge Painting and Concrete Staining

The Region’s Maintenance Section needs to know the manufacturer and color of paint used for bridge painting and the manufacturer and color of stain used for concrete for bridges. Please keep a copy of this form in your project records (with attached e-mail or note stating when and to whom it was sent) and submit a copy to Jason Lahm. 
[bookmark: _GoBack]

[bookmark: Text1]Date:	     
[bookmark: Text2]Project ID:	     
Roadway Structure Over/Under:      
County:      
[bookmark: Text3]Bridge or Retaining wall number:	     


Paint used on Steel Bridges:
Manufacturer			Coats			Product
[bookmark: Text4][bookmark: Text5]     					  1st			     		
[bookmark: Text6][bookmark: Text7]     					  2nd			     		
[bookmark: Text8][bookmark: Text9]     					  3rd			     		
[bookmark: Text10]Color of the top coat (Federal Number):	     

[bookmark: Text11]Additional Information:	     



[bookmark: Text12]Stain used on bridges, retaining walls:	     
Manufacturer			Coats			Product
[bookmark: Text13][bookmark: Text14]     					  1st			     		
[bookmark: Text15][bookmark: Text16]     					  2nd			     		
[bookmark: Text17][bookmark: Text18]     					  3rd			     		
[bookmark: Text19]Urethane Top Coat/Sealer (if applied):	     
[bookmark: Text20]Color of the top coat (Federal Number):	     

[bookmark: Text21]Additional Information:	     
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